
Hydraulic 
piston pumps
PQ SERIES
WORKING PRESSURE: UP TO 250 BAR
PEAK PRESSURE: UP TO 280 BAR
DISPLACEMENTS: FROM 15CC TO 70CC
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1. PQ Series pump, swash plate design suitable for  
various applications     

2. Special design, low noise level during full pressure time     

3. Modular control, advantages are: power saving small 
size, low cost     

4. Low power consuming, low oil temperature rising, 
suitable application for assembling small power units     
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PQ SERIES
AXIAL PISTON PUMP
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PQ

PQ

version rear threaded port

250

bar
bar
bar

PQR

bar

bar

bar

bar

bar

bar

hydraut.com

3

TYPE CODE FOR STANDARD PROGRAM ���������
�����������������

������������������������������

��

��

��������������������������

���

bar

on
 r

eq
ue

st

bar
bar

���

bar

bar

bar

bar

bar

bar

�����������

�

PQ SERIES
AXIAL PISTON PUMP
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PQ SERIES
AXIAL PISTON PUMP

TYPE CODE FOR STANDARD PROGRAM

PQ

PQ15, PQ18

PQ50, PQ70

PQ23, PQ25
PQ38, PQ42

B2 valid only for pumps from 23 to 70 cc/rev
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TYPE CODE FOR STANDARD PROGRAM
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AXIAL PISTON PUMP
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PQ SERIES
AXIAL PISTON PUMP

TYPE CODE FOR STANDARD PROGRAM

PQ

PQ15, PQ18

PQ50, PQ70

PQ23, PQ25
PQ38, PQ42

B2 valid only for pumps from 23 to 70 cc/rev
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Splined shaft:

Splined shaft:

Splined shaft:
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AXIAL PISTON PUMP

TYPE CODE FOR STANDARD PROGRAM
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CONTROL TYPE PQ SERIES
AXIAL PISTON PUMP

CONTROL TYPE

HYDRAUT
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Circuit diagram Curve

1. When the system pressure increases and 
reaches the working pressure, the flow 
decreases automatically and the pressure 
remains constant.

2. Pressure and flow can be adjusted manually.

1. HL valve with two different pressure control 
displacements.

2. The flow can be changed by the HL valve. 
The sensing feedback can reach low oil 
temperature and energy saving.

1. Two-stage pressure control to adjust LP to HF 
and : HP to LF

2. When the pressure increases and reaches the 
preset pressure HP, the flow is reduced to LF.

3. It is suitable for long dead head and short 
pressurizing machines, fast and energy 
saving.

4. HP, LP pressure values and HF, LF flow 
values can be adjusted optionally.

1. The same functions of A control type.
2. Pressure can be adjusted remotely by a 

remote control valve.

1. The flow can be adjusted from 0 to the 
maximum, and pressure can be maintained 
at the preset pressure.

2. It reduces impact and vibration produced 
by up-down motions. It is suitable for lifting 
equipment etc.

1. The same function as C control type.
2. The pressure and the range can be adjusted 

by a remote control valve.
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CONTROL TYPE PQ SERIES
AXIAL PISTON PUMP

CONTROL TYPE

HYDRAUT

HYDRAUT

HYDRAUT
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Circuit diagram Curve

CR is a combination of FG and flow control low 
tension unloading valve (included).
It is suitable for constant speed lifting 
equipments, and 2 stage working pressure.
SOL OFF: low tension unloading
SOL ON: 2-stage pressure and flow.

DG type is a combination of D and G types.

EG is a combination of E and G types.

D type is a combination of A type and low 
tension unloading valve (included).
It is suitable for long uploading operations.
When the system stops, the oil temperature 
and noise maintain low levels thanks to the 
unloading function.

2-stage pressure values can be controlled by 
a solenoid control valve.
It is suitable for constant speed lifting 
equipments and setting 2-stage working 
pressure.

F type is a combination of E type and HL.
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PQ SERIES
AXIAL PISTON PUMP

CONTROL TYPE
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CONTROL TYPE

Circuit diagram Curve

1. It is an electrical two-stage pressure and 
flow control to adjust LP to HF and HP to LF.

2. Pressure can be adjusted by a remote 
control valve.

3. LP and HP pressure values and HF flow 
value can be adjusted optionally.

1. GJ is a combination of GM control with a 
proportional relief control valve (included).

2. The proportional valve is installed on the 
NG6 interface to achieve energy saving.

GB type is a combination of GR control and a 
two-stage pressure control valve (included).

1. It is a remote pressure compensator with 
NG6 interface.

2. Quick response, stable pressure supply.
3. Suitable for manual or electrical control.

Thanks to a relief valve and a solenoid control 
valve on the compensator it is possible to 
obtain remote pressure and electrical 
unloading controls.
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AXIAL PISTON PUMP
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CONTROL TYPE

1. It controls two different pressure stages, 
by adding a solenoid valve with unloading 
function.

2. When the system stops, the oil temperature 
and noise maintain low levels thanks to the 
unloading function.

1. HK is a combination of HQ control and a 
proportional relief control valve (included).

2. Compared to a traditional vane/gear pump 
system this control can reach 30-50% 
energy saving.

1. HQ control with load-sensing and 
proportional flow control.

2. The pump displacement is controlled by 
 an electrical signal provided by an 
 external driver.

Circuit diagram Curve
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15A, PQ18A -

PQ
PQ15G, PQ18G -

hydraut.com
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PQR15A-PQR18A - Standard pressure control - Version rear threaded port

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15A, PQ18A -

PQ
PQ15G, PQ18G -
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PQR15A-PQR18A - Standard pressure control - Version rear threaded port

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15A, PQ18A -

PQ
PQ15G, PQ18G -
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PQR15A-PQR18A - Standard pressure control - Version rear threaded port
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PQR15A-PQR18A - Standard pressure control - Version rear threaded port

PQ SERIES
AXIAL PISTON PUMP
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PQR15A-PQR18A - Standard pressure control - Version rear threaded port
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15HL, PQ18HL -

PQ15B, PQ18B -

PQ15C, PQ18C -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15HL, PQ18HL -

PQ15B, PQ18B -

PQ15C, PQ18C -
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PQ15HL, PQ18HL -
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PQ15HL, PQ18HL -
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PQ15HL, PQ18HL -

PQ15B, PQ18B -
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PQ15HL, PQ18HL -

PQ15B, PQ18B -
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PQ SERIES
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DIMENSION

PQ15HL, PQ18HL -

PQ15B, PQ18B -

PQ15C, PQ18C -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15CG, PQ18CG -

PQ15CR, PQ18CR -

PQ15D, PQ18D -
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15CG, PQ18CG -

PQ15CR, PQ18CR -

PQ15D, PQ18D -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15CG, PQ18CG -

PQ15CR, PQ18CR -

PQ15D, PQ18D -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15CG, PQ18CG -

PQ15CR, PQ18CR -

PQ15D, PQ18D -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -
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AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -
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AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15DG, PQ18DG -

PQ15E, PQ18E -

PQ15EG, PQ18EG -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15F, PQ18F -

PQ15FG, PQ18FG -

PQ15GM, PQ18GM -
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15F, PQ18F -

PQ15FG, PQ18FG -

PQ15GM, PQ18GM -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15F, PQ18F -

PQ15FG, PQ18FG -

PQ15GM, PQ18GM -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15F, PQ18F -

PQ15FG, PQ18FG -

PQ15GM, PQ18GM -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GJ, PQ18GJ -

PQ15GR, PQ18GR -

PQ15GB, PQ18GB -
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GJ, PQ18GJ -

PQ15GR, PQ18GR -

PQ15GB, PQ18GB -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GJ, PQ18GJ -

PQ15GR, PQ18GR -

PQ15GB, PQ18GB -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GJ, PQ18GJ -

PQ15GR, PQ18GR -

PQ15GB, PQ18GB -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GC, PQ18GC -

PQ15HQ, PQ18HQ -

PQ15HK, PQ18HK -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GC, PQ18GC -

PQ15HQ, PQ18HQ -

PQ15HK, PQ18HK -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GC, PQ18GC -

PQ15HQ, PQ18HQ -

PQ15HK, PQ18HK -
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ15GC, PQ18GC -

PQ15HQ, PQ18HQ -

PQ15HK, PQ18HK -
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DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ15, PQ18 -

PQ15, PQ18 - PQ15, PQ18 -

S2
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ15, PQ18 -

PQ15, PQ18 - PQ15, PQ18 -

S2
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ15, PQ18 -

PQ15, PQ18 - PQ15, PQ18 -

S2
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17

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ15, PQ18 -

PQ15, PQ18 - PQ15, PQ18 -

S2
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60*:SAE 1” 1/16 60*:SAE 1” 1/16
*flange included in the scope of supplyin the scope of supply

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23A, PQ25A -

PQ23G, PQ25G -

PQ23HL, PQ25HL -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23A, PQ25A -

PQ23G, PQ25G -

PQ23HL, PQ25HL -

hydraut.com

18

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23A, PQ25A -

PQ23G, PQ25G -

PQ23HL, PQ25HL -

hydraut.com

18

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23A, PQ25A -

PQ23G, PQ25G -

PQ23HL, PQ25HL -

hydraut.com
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23B, PQ25B -

PQ23C, PQ25C -

PQ23CG, PQ25CG -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23B, PQ25B -

PQ23C, PQ25C -

PQ23CG, PQ25CG -

hydraut.com

19

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23B, PQ25B -

PQ23C, PQ25C -

PQ23CG, PQ25CG -

hydraut.com

19

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23B, PQ25B -

PQ23C, PQ25C -

PQ23CG, PQ25CG -

hydraut.com
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23CR, PQ25CR -

PQ23D, PQ25D -

PQ23DG, PQ25DG -

hydraut.com

20

DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23CR, PQ25CR -

PQ23D, PQ25D -

PQ23DG, PQ25DG -

hydraut.com

20

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23CR, PQ25CR -

PQ23D, PQ25D -

PQ23DG, PQ25DG -

hydraut.com

20

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23CR, PQ25CR -

PQ23D, PQ25D -

PQ23DG, PQ25DG -

hydraut.com
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23E, PQ25E -

PQ23EG, PQ25EG -

PQ23F, PQ25F -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23E, PQ25E -

PQ23EG, PQ25EG -

PQ23F, PQ25F -

hydraut.com

21

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23E, PQ25E -

PQ23EG, PQ25EG -

PQ23F, PQ25F -

hydraut.com

21

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23E, PQ25E -

PQ23EG, PQ25EG -

PQ23F, PQ25F -

hydraut.com

21
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23FG, PQ25FG -

PQ23GM, PQ25GM -

PQ23GJ, PQ25GJ -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23FG, PQ25FG -

PQ23GM, PQ25GM -

PQ23GJ, PQ25GJ -

hydraut.com

22

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23FG, PQ25FG -

PQ23GM, PQ25GM -

PQ23GJ, PQ25GJ -

hydraut.com

22

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23FG, PQ25FG -

PQ23GM, PQ25GM -

PQ23GJ, PQ25GJ -

hydraut.com
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23GR, PQ25GR -

PQ23GB, PQ25GB -

PQ23GC, PQ25GC -

hydraut.com
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DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23GR, PQ25GR -

PQ23GB, PQ25GB -

PQ23GC, PQ25GC -

hydraut.com

23

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23GR, PQ25GR -

PQ23GB, PQ25GB -

PQ23GC, PQ25GC -

hydraut.com

23

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23GR, PQ25GR -

PQ23GB, PQ25GB -

PQ23GC, PQ25GC -

hydraut.com

23

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ23GR, PQ25GR -

PQ23GB, PQ25GB -

PQ23GC, PQ25GC -

hydraut.com
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23HQ, PQ25HQ -

PQ23HK, PQ25HK -

PQ23, PQ25 -

hydraut.com

24

DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23HQ, PQ25HQ -

PQ23HK, PQ25HK -

PQ23, PQ25 -

hydraut.com

24

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23HQ, PQ25HQ -

PQ23HK, PQ25HK -

PQ23, PQ25 -

hydraut.com

24

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23HQ, PQ25HQ -

PQ23HK, PQ25HK -

PQ23, PQ25 -

hydraut.com

24
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23, PQ25 -

PQ23, PQ25 -

PQ23, PQ25 - PQ23, PQ25 -

hydraut.com

25

DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23, PQ25 -

PQ23, PQ25 -

PQ23, PQ25 - PQ23, PQ25 -

hydraut.com

25

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23, PQ25 -

PQ23, PQ25 -

PQ23, PQ25 - PQ23, PQ25 -

hydraut.com

25

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23, PQ25 -

PQ23, PQ25 -

PQ23, PQ25 - PQ23, PQ25 -

hydraut.com

25

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ23, PQ25 -

PQ23, PQ25 -

PQ23, PQ25 - PQ23, PQ25 -

hydraut.com

25

60*:SAE 3000 flange 3/4” 60*:SAE flange 1”
*flange included in the scope of supplyin the scope of supply
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26

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38A, PQ42A -

PQ38G, PQ42G -

PQ38HL, PQ42HL -

hydraut.com

26

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38B, PQ42B -

PQ38C, PQ42C -

PQ38CG, PQ42CG -

hydraut.com

27

DIMENSIONS
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PQ

28

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38CR, PQ42CR -

PQ38D, PQ42D -

PQ38DG, PQ42DG -

hydraut.com

28

DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38CR, PQ42CR -

PQ38D, PQ42D -

PQ38DG, PQ42DG -

hydraut.com

28
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38E, PQ42E -

PQ38EG, PQ42EG -

PQ38F, PQ42F -

hydraut.com
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DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38FG, PQ42FG -

PQ38GM, PQ42GM -

PQ38GJ, PQ42GJ -

hydraut.com

30

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38GR, PQ42GR -

PQ38GB, PQ42GB -

PQ38GC, PQ42GC -

hydraut.com

31

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ38HQ, PQ42HQ -

PQ38HK, PQ42HK -

PQ38, PQ42 -

PQ

PQ

hydraut.com
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DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ38, PQ42 -

PQ38, PQ42 -

PQ38, PQ42 - PQ38, PQ42 -

hydraut.com

33

DIMENSIONS

60*:SAE flange 1” 60*:SAE flange 1-1/4”
*flange included in the scope of supplyin the scope of supply
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ50A, PQ70A -

PQ50G, PQ70G -

PQ50HL, PQ70HL -

hydraut.com

34

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ50B, PQ70B -

PQ50C, PQ70C -
PQ50CG, PQ70CG -

PQ50CR, PQ70CR -

hydraut.com

35

DIMENSIONS
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PQ

36

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ50D, PQ70D -
PQ50DG, PQ70DG -

PQ50E, PQ70E -
PQ50EG, PQ70EG -

PQ50FG, PQ70FG -
PQ50F, PQ70F -

hydraut.com

36

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ50GM, PQ70GM -

PQ50GJ, PQ70GJ -

PQ50GR, PQ70GR -

hydraut.com

37

DIMENSIONS
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PQ

38

PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ50GB, PQ70GB -

PQ50GC, PQ70GC -

PQ50HQ, PQ70HQ -

hydraut.com

38

DIMENSIONS
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ

PQ50HK, PQ70HK -

PQ50, PQ70 -

hydraut.com

39

DIMENSIONS
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PQ
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PQ SERIES
AXIAL PISTON PUMP

DIMENSION

PQ

PQ50, PQ70 -

PQ50, PQ70 - PQ50, PQ70 -

hydraut.com

40

DIMENSIONS
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PUMP COMBINATION - COUPLING PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - COUPLING

COUP - PQ15+15
COUP - PQ23-1
COUP - PQ23-3
COUP - PQ23-5

COUP - PQ23-6
COUP - PQ38-1

COUP - PQ70-1
COUP - PQ70-3
COUP - PQ70-4
COUP - PQ70-5
COUP - PQ70-6
COUP - PQ70-7

COUP - PQ38-3
COUP - PQ38-4
COUP - PQ38-5
COUP - PQ38-6
COUP - PQ38-7

PQ15~18, AR16 3A F40

hydraut.com

41

PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - COUPLING

COUP - PQ15+15
COUP - PQ23-1
COUP - PQ23-3
COUP - PQ23-5

COUP - PQ23-6
COUP - PQ38-1

COUP - PQ70-1
COUP - PQ70-3
COUP - PQ70-4
COUP - PQ70-5
COUP - PQ70-6
COUP - PQ70-7

COUP - PQ38-3
COUP - PQ38-4
COUP - PQ38-5
COUP - PQ38-6
COUP - PQ38-7

PQ15~18, AR16 3A F40

hydraut.com

41

PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - COUPLING

COUP - PQ15+15
COUP - PQ23-1
COUP - PQ23-3
COUP - PQ23-5

COUP - PQ23-6
COUP - PQ38-1

COUP - PQ70-1
COUP - PQ70-3
COUP - PQ70-4
COUP - PQ70-5
COUP - PQ70-6
COUP - PQ70-7

COUP - PQ38-3
COUP - PQ38-4
COUP - PQ38-5
COUP - PQ38-6
COUP - PQ38-7

PQ15~18, AR16 3A F40

hydraut.com

41
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PUMP COMBINATION - THRU DRIVE DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - TRU DRIVE DIMENSION

PQ15, PQ18

PQ23~PQ70

PQ15, PQ18

PQ15, PQ18

PQ38, PQ42

PQ23, PQ25

PQ50, PQ70

PQ23~ PQ70

hydraut.com

42



02
hydraut.com

PQ

43

PUMP COMBINATION - THRU DRIVE DIMENSIONS PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - TRU DRIVE DIMENSION

VIEW A

VIEW B

Pump 2

Pump 2

Pump 1

Pump 1

PUMP 1 PQ15, PUMP 2 PQ15

PUMP 1 PQ23~PQ70, PUMP 2 PQ15~PQ38

hydraut.com

43
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PQ SERIES
AXIAL PISTON PUMP

PUMP COMBINATION - TRU DRIVE DIMENSION

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ15, PQ18

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ23, PQ25

PQ38, PQ42

PQ23, PQ25

PQ23, PQ25

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ38, PQ42

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

PQ50, PQ70

hydraut.com

44

PUMP COMBINATION - THRU DRIVE DIMENSIONS
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NOTE
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NOTE
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NOTE
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